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Penstral GT 346 
Premium Performance Heavy Duty Lithium Complex Grease 

Product Description 
Pennine Penstral GT 346 is a premium performance, high temperature, multi-purpose lithium 
complex grease with selected performance additives to resist high ambient temperatures, vibration 
and high loads. The product is manufactured using a high performance semi synthetic 460 cSt base 
oil offering improved operating temperature parameters, reduced wear and increased load 
capabilities.  It is suitable for continuous use from -30oC to 150oC and up to 180oC for short bursts.   
 

Applications 
Penstral GT 346 has been developed to withstand the harshest industrial environments and 
provides outstanding protection against vibration, impact and high loads in arduous conditions and 
high operating temperatures. The adhesive qualities of the product provide excellent sealing 
properties against the ingress of moisture, dirt and dust helping to reduce wear and increase 
component life. The product can be used for the lubrication of standard and heavy duty anti-friction 
roller and plain bearings. 
 
Typical Test Data  

Worked Penetration 265-295 
NLGI Classification 2 
Drop Point (oC) min >260 
Base Oil K.V. @ 40oC (cSt) 460 
Operating Temperature Typical (oC) -30 to +150 
Copper Corrosion (IP112) 1a 
Dynamic Corrosion Resistance (IP112) 0,0 
Four Ball Weld Load (IP239) kg 500 
Solids 3% MoS2 
Colour Dark Grey 

 
Availability 
Pennine Penstral GT 346 is available in 180kg Barrels, 50kg and 12.5kg kegs.  
 

Health & Safety 
Please refer to the relevant Health and Safety Data Sheet, a copy of which is freely available to all 
our customers. 
 
Data represented is typical of that obtained with normal production tolerances and does not 
constitute a specification. The policy of Pennine Lubricants is one of continual improvement; we 
therefore reserve the right to change specifications without notice. 


